
BT200 adopts the combination method of infrared light excitation positioning, CDMA spread spectrum multiple 

access digital technology and Bluetooth communication. It has two technical advantages of infrared orientation and 

high-frequency communication, and can penetrate any vehicle glass protective �lm, including explosion-proof �lm 

containing metal wires. , the card reading distance is controllable ( 1 ~ 15 meters adjustable), do not open the 

window to read the card, not a�ected by bad weather , do not stop to read the card, greatly improving the tra�c 

�ow

• Industrial-grade design, 32-bit ARM chip, Cortex-M3 core, powerful and stable performance

• 60-degree infrared directional scanning identi�cation, dual-frequency complementary, two-way communication

• Multiple sets of fuselage code veri�cation, no interference between adjacent lanes

• Fast reading tags, long-distance reading tags , controllable card reading distance ( adjustable from 1 to 15 meters), 

and can read cards at a speed of 40 kilometers per hour without stopping

• Una�ected by vehicle explosion-proof membrane , una�ected by external weather

Features

BT200



Speci�cations

Material

Power supply voltage 

Maximum power consumption

Communication interface

Electrical interface

Card reading speed

Card reading interval

Card reading distance

Card reading area

Working mode

Working temperature/humidity

Installation method

Size/weight

Protection class
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BT200Model

DC12V/2A

≤12W

RS485/9600bps  WG26/WG34

 vehicle detector input , brake opening signal relay output

<0.2 seconds / ≤60Km/h

<0.5 seconds

1 - 15 meters (adjustable)

60-degree fan-shaped area

active card reading, ground pressure sensing card reading

-30℃~+75℃/10%~90%

 universal adjustment / pole

 chassis 300 *250 * 70 (mm)/ 3.6 Kg                        column 1-1.6 meters adjustable/3.5 Kg

 IP65

Galvanized steel pipe outer car paint tempered glass 

screen printing panel


